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Greenie LED AluCorn bulbs

AluCorn Greenie LED bulb is industrial and street LED light source, which distinguish itself in terms of energy and cost savings. The use
of internal aluminum mandrel and active ventilation allows to achieve efficiency over 100Im / W. Bulbs are characterized by patented
solutions for cooling and lighting efficiency, as well as by the source material. The body is completely “dismantled”, which means that
it can be divided into smaller components. As aresult, in the event of any failure the repair is possible.
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Parameter

TECHNICAL DATA: Housing: Fire-resistant fibre glass
Assembly: vertical and horizontal casing

ELECTRICAL DATA: The system against overheating: YES, in the bulbs with power above 86W protective system from overheating
was used. Itis a power supply with thermal control function, which, after reaching a temperature of 95 ° C
reduces the power consumption to half and works on this level until the power supply cools down to 50 ° C.
Then again, it switches to full power. Cooling cycle lasts for a relatively short time and does not happen in
normal operating conditions (for casing with a good ventilation). Active cooling (fan) is working non-stop. With
active cooling, the bulb does not heat (the temperature at work 24h / day did not exceed 40 ° C)
MOS transistor: T0N60
Unusual operating voltage: yes, on a special request
Dimming: yes, on a special request

OPTICAL DATA: Aperture LEDs: none

ADDITIONAL DATA: Extemal driver: yes, on a special request. This reduces the bulb dimensions and allows installation in small

casing.
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Technical data

Light
Colortemperature Power . Luminosity ) Number Dimensions .
Equivalent efficiency Weight
K] w] [Im] of LEDs [mm]
[Im/w]

LED bulb AluCorn Professional 20WE27WW  ACP720WW 2800-3200 2160 108
LED bulb AluCorn Professional 20WE27NW  ACP720NW 4000-4500 20 80 2400 120 60 ©70x 200 045kg
LED bulb AluCorn Professional 20WE27CW  ACP720CW 5500-6500 2640 132
AluCorn LED Bulb 33W E27 WW AC733WW 2800-3200 4125 125
AluCorn 33W LED bulb E27 NW AC733NW 4000-4500 4290 130
AluCorn 33W LED bulb E27CW AC733CW 5500-6500 4455 135

33 120 390 ?90x 204 0,35kg
AluCorn LED Bulb 33W EA0WW AC433WW 2800-3200 4125 125
AluCorn 33W LED bulb EA0NW AC433NW 4000-4500 4290 130
AluCorn 33W LED bulb E40CW AC433CW 5500-6500 4455 135
AluCorn LED Bulb 44W E27 WW AC744WW 2800-3200 5500 125 ?90x 235
AluCorn 44W LED bulb E27 NW ACT744NW 4000-4500 5720 130 ?90x 235
AluCorn 44W LED bulb E27 CW ACT744CW 5500-6500 5940 135 ?90x 235

7] 180 420 0,4kg
AluCorn LED Bulb 44W EA0WW ACA44WW 2800-3200 5500 125 ?90x 238
AluCorn 44W LED bulb E4A0NW ACA44NW 4000-4500 5720 130 ?90x 238
AluCorn 44W LED bulb E40CW AC444CW 5500-6500 5940 130 ?90x 238
AluCorn LED Bulb 66W E4A0 WW AC466WW 2800-3200 8250 125 ?90x 285
AluCorn 66W LED bulb E40NW AC466NW 4000-4500 66 200 8580 130 630 ?#90x 278 0,56kg
AluCorn 66W LED bulb E40CW AC466CW 5500-6500 8910 135 #90x 278
AluCorn LED Bulb 86W EA0 WW AC486WW 2800-3200 10750 125
AluCorn 86W LED bulb E4A0NW AC486NW 4000-4500 86 250 11180 130 800 @105x290  067kg
AluCorn 86W LED bulb E40CW AC486CW 5500-6500 11610 135
AluCorn 113W LED bulb EAONW AC4113NW 4000-4500 14690 130

113 350 1040 ?118x315 09kg
LED bulbE40 113W CW AluCorn AC4113CW 5500-6500 15255 135
AluCorn 135W LED bulb EAONW AC4135NW 4000-4500 17550 130

135 400 1280 ?118x 365 1,5kg
LED bulb E40 135W CW AluCorn AC4135CW 5500-6500 18225 135
AluCorn X 180W LED bulb E40NW ACX4180NW 4000-4500 27000 150

180 600 780 ?130x373  1516kg
AluCorn X 180W LED bulb E40CW ACX4180CW 5500-6500 27900 155
AluCorn X 200W LED bulb E40 NW ACX4200NW 4000-4500 200 650 30000 150 832 130403  1622kg
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